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S100R
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灯泡 反射镜 转亮型 指示灯
 

Ø 100mm
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采用特殊动力转达方式和持久耐用的特种灯泡
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反射镜旋转更加稳定和耐用
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采用无杂音和磨损的转动设计
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使用AC电压是，可按电源线选择 110V-220V
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产品内设可调节反射镜旋转速度开关, 旋转次数:120-140RPM
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可加装蜂鸣器. 音量 : 90dB
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材料 : 灯罩-AS, 灯座-ABS, 反射镜-耐热性 ABS
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技术认证 : CE
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保护等级 : IP23 
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型号
电压
电流
灯泡
重量
颜色
S100R
DC12V

0.760A

12V10W

T16x35 15S

9

0.37Kg
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红-R
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黄-A
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绿-G
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蓝-B
DC24V

0.460A

24V10W

T16x35 15S

10

0.37Kg

AC110V

0.088A

12V10W

T16x35 15S

9

0.66Kg

AC220V

0.046A

12V10W

T16x35 15S

9

0.66Kg
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供应电源 :  电源线外装型 UL1015-NO.16(1.25sq)x2C 400mm
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DC 产品的黑线表示负极. 
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S100R
-
(BZ)
-
110
-
R
型 号  

蜂鸣器 

电 压 

颜 色  

S100R 
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无指定(None)
标准型
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BZ指定(Order)
蜂鸣器内装 
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12-DC12V
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24-DC24V
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110-AC110V
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220-AC220V
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R-红
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A-黄
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G-绿
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B-蓝
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S100R
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Bulb Revolving Warning Light
 
Ø 100mm   
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Employing Special Power Transmission System & Bulb of High Durability
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Ensuring high revolving dubility by applying a small 
 
bearings to the revolving axis
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Employing special power transmission system with 
 
no noise and no wear 
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In case of product using AC voltage, switch for 
 
voltage selection ranging from 110 to 220V is built-in
[image: image55.png]



Employing built-in controller for revolving speed 
 
volume, RPM:120-140RPM
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Option : Buzzer applicable. Volume : 90dB
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Material : Lens-AS, Body-ABS, 
 
Reflector-Heat Resisting ABS
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Certification : CE
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Protection Class : IP44 
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Model
Rated voltage
Current
Bulb
Weight
Lens Color
S100R
DC12V
0.760A
12V10W
T16x35 15S
9
0.37Kg
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Red-R
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Amber-A
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Green-G
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Blue-B
DC24V
0.460A
24V10W
T16x35 15S
10
0.37Kg
AC110V
0.088A
12V10W
T16x35 15S
9
0.66Kg
AC220V
0.046A
12V10W
T16x35 15S
9
0.66Kg
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Power line out from the product UL1015-NO.16(1.25sq)x2C 400mm
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The black line of DC product is negative(-)
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S100R
-
(BZ)
-
110
-
R
Model 
Buzzer 
Voltage 
Color 
S100R 
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None (Standard Product)
- Without Buzzer
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BZ (Order)
- With Buzzer 
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12-DC12V
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24-DC24V
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110-AC110V
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220-AC220V
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Red-R
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Amber-A
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Green-G
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Blue-B
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SED
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声光组合船舶, 重负荷型 灯泡 反射镜旋转 警告灯
 

LENS φ125mm, PHONE 113-118dB
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 经久耐用的壁装型船用重负荷声光组合产品
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警灯和扬声器为一体的壁装型声光组合产品 
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本体采用铝合金材料制成，抗腐蚀性强，经久耐用
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产品内装了音量开关，可调节音量大小，可选择各种音色
[image: image101.png]



可加装金属保护网
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灯罩颜色 : ■ 红-R  ■ 黄-A  ■ 绿-G  ■ 蓝-B
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材料 : 灯罩-PC, 本体-DIECAST AL, 扬声器-SUS316L, 反射镜-耐热性 ABS
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技术认证 : CE, KR, KIMM, ABS
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保护等级 : IP56
 

 

※
该图片上产品带着保护网， 保护网不包括在标准产品内
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型号
内装音
电压
电流
灯泡
重量
颜色
SED
WS-警告音 5音
WP-特殊警告音5音
WM-音乐音 5音
WA-警报音5音
WV-声音信号 3频道
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DC 12V
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DC 24V
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AC 110V
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AC 220V 

2.240A

12V10W

G23 15S

17

3.17Kg
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红-R
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黄-A
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绿-G
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蓝-B
1.440A

24V10W

G23 15S

18

0.321A

12V10W

G23 15S

17

3.94Kg

0.156A

12V10W

G23 15S

17

 

※
船舶用 青铜外壳(Brass) 产品/特殊电压(48V, 440V 等)产品是定做规格.
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种类
内装音
频道
音色
听
音量
WS
警告音 5 音
ch1

ch2

ch3

ch4

ch5

火灾音
紧急音
急救音
断续音
连续音 
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118dB

WP
特殊警告音5 音
ch1

ch2

ch3

ch4

ch5

火灾音
紧急电铃音
断续音
连续音 
7短音1长音
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118dB

WM
音乐音5 音
ch1

ch2

ch3

ch4

ch5

快乐的我的家
为 Elise
布谷鸟的华尔兹
Piano Sonata

土耳其进行曲
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WA
警报音 5 音
ch1

ch2

ch3

ch4

ch5

电铃音
叮咚音
电话铃音
快速断续音PIPIPI
个星星亮星星
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声音信号3 频道
ch1
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看详细内容
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电源线处理 : 使用电线或者船舶用电缆接插
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电源接插入口 : PF 1/2. 插入口 PF 3/4 尺寸可以订购制作
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标准规格
标准产品是利用内部开关选择音色
[image: image145.png]CHI CH2 CH3 CHE CHS  Yolume
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定做规格(-LC型)
要用外部接点(LC TYPE)来选择音色的话，定做规格，给外接个别的信号线
[image: image146.png]YELLOW(Y)

Iy
=

o
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PLAY-REC
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电源线
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电源线规格 :UL1015-NO.16(1.25sq x 2c) 400mm
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AC 产品 : 不管极性可以连接
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DC产品 : 电源线 外接型， 白色线是+接线，黑色线是-接线
  

信号线
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信号线规格 : UL1015-NO.22(0.3sq) 400mm
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SED
-
WA
-
24
-
A
-
(P)
型号 

音色 

电压 

颜色 

保护网 

SED
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WS(警告音)
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WP(特殊警告音)
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WM(音乐音)
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WA(警报音)
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WV(声音信号)
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12-DC12V
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24-DC24V
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110-AC110V
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220-AC220V
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R-红
[image: image162.png]



A-黄
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G-绿
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B-蓝
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无指定(None)
无带保护网的产品 
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P指定(Order)
带保护网的产品 

 

 



	 

	 


	

	[image: image167.png]



[image: image168.png]



SED
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Heavy Duty Bulb Revolving Warning Light with Signal Phone
 
LENS φ125mm, PHONE 113-118dB   
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Heavy Duty Product of High Durability
(Wall Mounting Type)
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Signal sound built-in product of wall-mounting type with bulb revolving warning light and signal phone integrated. 
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Superior durability and excellent anti-corrosion as aluminum housing product.
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Possible to select sound tone and control volume by using built-in sound tone switch and volume controller.
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Possible to be equipped with protection cage(option) that keeps the lens from being touched from outside.
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Lens Color : ■ Red-R ■ Amber-A ■ Green-G ■ Blue-B
[image: image184.png]



Material : Lens-PC, Body-DIECAST AL, Horn Sousing/Protection Cage-SUS316L, Reflector-Heat Resisting ABS,  
[image: image185.png]



Certification : CE, KR, KIMM, ABS
[image: image186.png]



Protection Class : IP56
 
 
 
※
The above photo is equipped with its own protection cage which is optional and not used to standard product.
 
 
 
[image: image187.png]Product Specification




 
Model
Built-in Sound
Rated Voltage
Current
Bulb
Weight
Lens Color
SED
WS-5 Warning Sounds
WP-5 special Warning Sounds 
WM-5 Melodies
WA-5 Alarms
WV-3 Voice Signals
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DC 12V
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DC 24V
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AC 110V
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AC 220V 
2.240A
12V10W
G23 15S
17
3.17Kg
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Red-R
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Amber-A
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Green-G
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Blue-B
1.440A
24V10W
G23 15S
18
0.321A
12V10W
G23 15S
17
3.94Kg
0.156A
12V10W
G23 15S
17
 
※
Brass housing product for vessel/Special voltage(48V,440V etc) are custom-made.
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Item
Built-in Sound
CH
Sound Tone
MIDI Sample
Volume
WS
5 Warning Sounds
ch1
ch2
ch3
ch4
ch5
Fire "A-ANG"
Emergency " WA-U"
Ambulance "PI-PO"
Machinery Fault "PI-PI-"  
(Short interval)
Foam Release Alarm "PI~" 
(Continuous) 
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118dB
WP
5 Special Warning Sounds
ch1
ch2
ch3
ch4
ch5
Fire "A-ANG"
Abandon Alarm
Machinery Fault "PI-PI-"  
(Short interval)
Foam Release Alarm "PI~" 
(Continuous) 
General Alarm 
(Long "PI~" after 7 short "PI-")
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118dB
WM
5 Melodies
ch1
ch2
ch3
ch4
ch5
Sweet Home
For Elise
Cuckoo's Waltz
Piano Sonata
Turkish March
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118dB
WA
5 Alarms
ch1
ch2
ch3
ch4
ch5
Beep (Intermittent)
Door Chime Bell
Phone Ring
Machinery Fault "PI-PI-"  
(Very short interval)
Twinkle twinkle little star
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3 Voice Signals
ch1
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Click for Details
 
113dB
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Treating Power Line : Using cable connector or cable grand for vessel.
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Power Entry Standard : PF 1/2.  Entry PF 3/4 is custom-made.
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Standard Specification
In case of standard product, sound tone can be selected by internal switch.
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Custom-Made(-LC Type)
If you want to choose sound tone by using external contact, it can be by custom-made
(Seperate signal wire get out from product).
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Power Line
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Power Line :UL1015-NO.16(1.25sq x 2c) 400mm
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AC Voltage Product : Connect line without +/-
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DC Voltage Product : Black(BK) line is "-"(negative)
  
Signal Line
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Signal Line : UL1015-NO.22(0.3sq) 400mm
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SED
-
WA
-
24
-
A
-
(P)
Model 
Built-in Sound 
Rated Voltage
Lens Color 
Protection Cage 
SED
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WS(Warning Sound)
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WP(Special Warning Sound)
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WM(Melody)
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WA(Alarm)
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WV(Voice Signal)
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12-DC12V
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24-DC24V
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110-AC110V
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220-AC220V
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R-Red
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A-Amber
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G-Green
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B-Blue
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None(Standard)
- Without Protection Cage
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Order(Custom-made) - With Protection Cage
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